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| In This Issue Product News

Product Hews

Isolated Rectification

| Guick Links

Sensor Selector Guide

lsolator Selector Guide

Hew Isclator Cataloq

g Baht pages chock full of important isolator
4 information and illustrative applications, the [soloop
Short-Form Cataleg has just been updated.
Rewizion H reflects recent specification
improwements. The popular catalog is indispensable
for everyone who specifies or purchases isolators.
#0ownload the Catalog:

Online Store

Caontact Us

| Bwards & Aocolades

MWE was named one of
the fastest-growing
public companies in
hinnesota in the 2009
rankings by the
Mireapolis"st. Pawl
Bursive 55 Joenmal
released in higy .

The 2004 list includes
companies of all sizes;
MWE was also included
in the 2008 list of
Fastest- Growing Small
Public Companies.
<hiore Accolades s

| Fun Fact

The
chtical
copper

layers in

MHWE

devices are in the
range of seweral
nanometers thick,
nearly a million times
thinner than a penny . If
3 COpper penny Were
rolled to the thickness
of the layers, it would
b about 10 miles in
diameter and twice the
area of BEden Prairie,
hiinn .

“hore Fun Facts:

iHequest Printed Catalog:

Isolators Inthe News

The adwantages of MWE lsoloop
isalators over conwventional devices
were summanzed in an article in the gy 20, 2009 issue of the
Danish magazine Sechmomic Supply. The article was written by
Henrik Blers of Rhopoint Mordic Aps.

ilinks to This and Other Aticles About NWE:

ELECTROMIC SUPPLY"
TYYYY

Recent Trade Shows
The SensorTest exhibition wapped up by 28 in
Miiremberg, Germany . Ourthanks to ewveryone at
NWE and our distribitor HY-LIME Sensor-Tech who

helped make the exhibition a great success.
Application Corner

Isolated Synchronous Rectification

By Sandy Ternpleton
Cector, lsolator Pmduct CEveloprent amd Applications
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Intelligert OC-0OC Corverter With Synchronous
Rectification

Atypical pimary-side controller uses a L5111, L6111, or ILT 11
isalator to drive the synchronous rectification signals from
primary side to secondary side.

Izoloop pulze-width distortion as low as 0.3 ns typical
minimizes MO5F ET dead time and maximizes system
efficiency.

Uktra-small isolator packages (neluding unique two-channel
M50 P-8=7, allow the designer to squeeze more inta less board

ared.

ihdore |solator Power Applications »




